
  

 

  
  

 

 
 

   
   

 

 
  

  

  
 

   
  

   
 

 
 

   
 

 

 

  
  
   

  
   

  
 

 
 

	 

	 

	 
	 
	 

	 




Proposed 2013 Vessel General Permit (VGP) 

“Biodegradable” means, the following for purposes of the VGP: 

•	 Regarding cleaning products and environmentally acceptable lubricants, biodegradable 
means products and lubricants that demonstrate either the removal of at least 70 percent 
of dissolved organic carbon, production of at least 60 percent of the theoretical carbon 
dioxide, or consumption of at least 60 percent of the theoretical oxygen demand within 
28 days. Acceptable test methods include: Organization for Economic Co-operation and 
Development Test Guidelines 301 A-F, 306, and 310, and International Organization for 
Standardization 14593:1999.  

•	 Regarding biocidal substances, biodegradable means a compound or mixture that yields 
60 percent of theoretical maximum carbon dioxide and demonstrate a removal of at least 
70 percent of dissolved organic carbon within 28 days as described in EPA 712-C-98-075 
(OPPTS 835.3100 Aerobic Aquatic Biodegradation). 

“Boat Engine Wet Exhaust” means the seawater that is mixed and discharged with small boat 
propulsion engine exhaust to cool the exhaust and quiet the engine. [source: 40 C.F.R 1700.4] 

“Captain of the Port” (COTP) means the Coast Guard officer designated as the COTP, or a 
person designated by that officer, for the COTP zone covering the U.S. port of destination. These 
COTP zones are listed in 33 CFR Part 3. [source:  33 CFR § 151.2025] 

“Chain Locker Effluent” means the accumulated precipitation and seawater that is emptied from 
the compartment used to store the vessel's anchor chain. [source: 40 CFR § 1700.4] 

“Coastal Exchange Zone” means an area greater than 50 nm from shore and greater than 200 
meters in depth. 

“Commercial fishing vessel” means any vessel which is documented under the laws of the 
United States or, if under five net tons, registered under the laws of any state, and used for 
commercial fishing or activities directly related to commercial fishing. (source: modified from 50 CFR 
§ 296.2) 

“Commercial vessel” means any “vessel” other than a “recreational vessel” or a vessel of the 
U.S. armed forces. 

“Constructed’ means a state of construction of a vessel at which— 

•	 “the keel is laid; 
•	 “construction identifiable with the specific vessel begins; 
•	 “ assembly of the vessel has begun comprising at least 50 tons or 1 percent of the 

estimated mass of all structural material of the vessel, whichever is less; or 
•	 “ the vessel undergoes a major conversion;” [patterned after the International 

Convention for the Control and Management of Ships' Ballast Water and Sediments, 2004, , 
regulation A-1(4)] 

"Control measure" means any BMP or other method (including effluent limitations) used to 
prevent or reduce the discharge of pollutants to waters of the United States. 
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http://www.imo.org/About/Conventions/ListOfConventions/Pages/International-Convention-for-the-Control-and-Management-of-Ships'-Ballast-Water-and-Sediments-(BWM).aspx
http://www.imo.org/About/Conventions/ListOfConventions/Pages/International-Convention-for-the-Control-and-Management-of-Ships'-Ballast-Water-and-Sediments-(BWM).aspx
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ANNEX 

REGULATIONS FOR THE CONTROL AND MANAGEMENT OF SHIPS' 

BALLAST WATER AND SEDIMENTS 


SECTION A - GENERAL PROVISIONS 

Regulation A-1 Definitions 

For the purposes of this Annex: 

1 “Anniversary date” means the day and the month of each year corresponding to the date 
of expiry of the Certificate. 

2 “Ballast Water Capacity” means the total volumetric capacity of any tanks, spaces or 
compartments on a ship used for carrying, loading or discharging Ballast Water, including any 
multi-use tank, space or compartment designed to allow carriage of Ballast Water. 

3 “Company” means the owner of the ship or any other organization or person such as the 
manager, or the bareboat charterer, who has assumed the responsibility for operation of the ship 
from the owner of the ship and who on assuming such responsibility has agreed to take over all 
the duties and responsibilities imposed by the International Safety Management Code1. 

4	 “Constructed” in respect of a ship means a stage of construction where: 

.1 the keel is laid; or 

.2 construction identifiable with the specific ship begins; 

.3 assembly of the ship has commenced comprising at least 50 tonnes or 1 percent of 
the estimated mass of all structural material, whichever is less; or
 

.4 the ship undergoes a major conversion.
 

5	 “Major conversion” means a conversion of a ship: 

.1 which changes its ballast water carrying capacity by 15 percent or greater, or 

.2 which changes the ship type, or 

.3 which, in the opinion of the Administration, is projected to prolong its life by ten 
years or more, or 

.4 which results in modifications to its ballast water system other than component 
replacement- in-kind.  Conversion of a ship to meet the provisions of regulation D
1 shall not be deemed to constitute a major conversion for the purpose of this 
Annex. 

1	 Refer to the ISM Code adopted by the Organization by resolution A.741(18), as amended. 
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Sea-web Ship Analysis Report - Top 100 Ship Status by Total No. of Ships 

Rankn~laii TolalDWT TotalGT TolalTEU 

I On OrdcrlNot Commenced 221.096.898 147,461 ,682 3,582,441 

2 Kecl Laid 62,678,626 38,645.071 281.654 
3 Launched 41.530,406 26,824,797 328.176 
4 Under Conslruclion 26.437.415 16.614.138 279.405 

Grand TOlals 351 .743.345 229,545,688 4.471.676 

j\J-e-u.J BUt 1d i V13 5 (e;x. cep t Proj e c..1e d ) 

All sr7ip't1lp es 

Copyright Lloyd's Registtr- Fairph,y. All Ril(blS resernd. 

TolalHP A"gAge Ships 

56,053,261 0.0 3,829 

18,097,019 0.0 2,039 

14.362,682 0.0 1,377 

6,984,813 0.0 352 

95,497,775 -0.7 7,597 
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I On OrderfNot Commenced 221 ,096,898 147,461,682 3,582,441 56,053,261 0.0 3.829 

2 Keel Laid 62.678,626 38,645.071 281,654 18,097,019 0.0 2,039 

3 Launched 41.530,406 26,824,797 328, 176 14,362,682 0.0 1,377 
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TITLE 46 - SHIPPING 

CHAPTER I - COAST GUARD, DEPARTMENT OF HOMELAND SECURITY 

SUBCHAPTER D - TANK VESSELS 

PART 30 - GENERAL PROVISIONS 

30.10 - 37 - Keel laying dateTB/ALL. 

The term keel laying date means the date upon which progressive construction identifiable with a 
specific vessel begins, including construction of the first module or prefabricated section of the 
hull that is identifiable with that vessel. 

[CGD 74127, 41 FR 3843, Jan. 26, 1976] 


